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coperchio

fondo

fianco telaio

divisione telaio

traverso per telaio

schiena

ripiano

zoccolo

piedini regolabili

top panel

bottom panel

framed side panel

framed partition

crossbar for frame

back panel

shelf

plinth

adjustable feet

COPERCHIO: realizzato con pannelli di particelle di legno certificati CARB-2 sp. 25 mm con nobilitazione melaminica
FONDO: realizzato con pannelli di particelle di legno certificati CARB-2 sp. 25 mm con nobilitazione melaminica
DIVISIONE E FIANCO TELAIO: realizzato con telaio in alluminio verniciato nero o titanio sezione 45x25 mm.
TRAVERSO PER TELAIO: realizzato con telaio in alluminio verniciato nero o titanio sezione 45x25 mm, necessario per il fissaggio di ripiani e attrezzatura interna.
SCHIENA: realizzata con pannelli di particelle di legno certificati CARB-2 sp. 8 mm con nobilitazione melaminica
RIPIANO: realizzato con pannelli di particelle di legno certificati CARB-2 sp. 40 mm con nobilitazione melaminica
ZOCCOLO: alto 6 cm, realizzato con pannelli di particelle di legno certificati CARB-2 sp. 18 mm con nobilitazione melaminica in tinta con l’interno armadio
PIEDINI: alti 6 cm e regolabili tramite chiave a brugola per la messa in bolla dell’armadio

TOP PANEL: made of 25 mm thick CARB-2 certified wood particle board panels with melamine coating
BOTTOM PANEL: made of 25 mm thick CARB-2 certified wood particle board panels with melamine coating
FRAME PARTITION AND SIDE PANEL: made of aluminum frame painted black or titanium, section 45x25 mm.
CROSSBAR FOR FRAME: made of black or titanium painted aluminum frame, section 45x25 mm, necessary to fix shelves and internal equipment.
BACK PANEL: made of 8 mm th. CARB-2 certified wood particle board  panels with melamine coating
SHELF: made of 40 mm th. CARB-2 certified wood particle board panels with melamine coating
PLINTH: 6 cm high, made of 18 mm th. CARB-2 certified wood particle panels, with melamine finish matching the cabinet interior
FEET: 6 cm high and adjustable by means of an allen wrench  to allow the wardroe levelling
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